
Your National Source
for

Firing Range Filtration
ENGINEERED TO LAST.
BUILT FOR SAFETY.

Advanced air filtration for 
indoor firing ranges and 
shooting facilities.

Glasfloss® air filtration products 
can reduce lead particles 
and heavy metals generated 
during live fire. Glasfloss® 
products combine strong 
filtration performance with 
extended service life that lowers 
maintenance cost and reduces 
system downtime in commercial 
and private shooting range 
facilities.

Z-Line®

Pleated
Filters
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Puracell®

VP & VPX
Filters

             “Serving You With Locations Throughout The Nation”
Glasfloss has a policy of uninterrupted research, development and product improvement and reserves the right to change design and specifications without notice

                                                                                         glasfloss.com   ·   (214) 741-7056

• MERV 10 Performance 
• Heavy Duty Moisture Resistant
     Construction
• Galvanized Expanded Metal Backing
• Available in High Capacity
•   Standard 4” and 6” Thick Incorporate
     Media Separators

• MERV 11 to 99.97% HEPA Grade
     Performance
• 4-Pack or 8-Pack Construction
• High Efficiency Microfiber
• Low Resistance = Energy Savings 
• Moisture Resistant Construction
•   Lighter Weight = Reduced
     Shipping Cost

Z-Line®

Carbotron®

Filters

Magna
HEPA
Filters

• MERV 8 Performance 
• Reduces Odors 
• Galvanized Expanded Metal Backing 
• 100% Synthetic Media 
• Heavy Duty and Moisture Resistant
•   Reduces Combustion Byproducts

• MERV 16 to 99.999% Efficiency
     Based on .30 Micron Particle
• High Efficiency Glass Microfiber
• Heavy Duty 3/4” Particleboard or     
     Galvanized Metal Frames 
• Two-Part Polyurethane Sealant 
• Standard Neoprene Gasketing
•   Captures Sub-Micron Lead Particles
     Generated During Firing


